
Field Note Record
Contract No. Station Mile/Line: C/S
C9616 SEE BELOW LE & LW LINES / I-90

Staked by                             Date Work Started Date Work Completed  Date

N/A 4/12/2021

Calculated by                      Date Checked by                          Date Inspector                          Date
Todd Dellinger

4/20/2021

E. Knudson

4/26/2021

B. Sullivan 4/20/21

CRACK SEALING 
BID ITEM #7

UNIT: MI

GROUP 1

4/14/21
LW 190+80 to LW 176+45 = 1435 ft / 5280 = 0.27 miles

4/15/21
LW 72+30 to LW 10+00 = 6230 ft / 5280 = 1.18 miles 

0.27 + 1.18 = 1.45 Miles

-------------------------------------------------------------------------------------------------------------------------------------------

GROUP 2

4/12/21
LE 202+33 to LE 543+00 = 34,067 ft/5280 = 6.45 miles

4/13/21
LE 566+00 to LE 814+98 = 24,898 ft / 5280 = 4.72 miles

4/14/21
LE 243+00 to LE 233+30 = 970 ft / 5280 = 0.18 miles
LE 414+30 to LE 402+80 = 1150 ft / 5280 = 0.22 miles

4/19/21
LW 538+74 to LW 435+50 = 10,324 ft / 5280 = 1.96 miles (left lane)
4/20/21
LW 435+50 to LW 330+73 = 10,477 ft / 5280 = 1.98 miles ( left lane)
6.45 + 4.72 + 0.18 + 0.22 + 1.96 + 1.98 = 15.51 Miles

*** SEE ATTACHED SPREADSHEET FOR BACKUP

Item Num Material Brand 
Name/Model Type

Manufacturer Brand 
Name/Model Type

RAMS/QPL 
Ref. No.

Appr/Acc
Code

Basis of Accept

007.02 Hot Poured Joint Sealants 
for Bituminous Pavement

Crafco, Inc. Roadsaver 211 QPL-0003 /1115 Satisfactory test report 
from State Materials 
Laboratory for each lot

007.03 Sand Slurry for Bituminous 
Pavement
CSS-1

Idaho Asphalt Supply, Inc. CSS-1 QPL-0002 /2535 Visual Acceptance per 
Const. Manual 9-1.4C

007.03 Sand Slurry for Bituminous 
Pavement
Portland Cement

Sakcrete Portland Type I-II RAM-0003.1 /8 Visual Acceptance per 
Const. Manual 9-1.4C

007.03 Class 2 Sand RAM-0003.2 /8



DOT Form IP 422-635ER EF
       Revised 4/2009

Sand Slurry for Bituminous 
Pavement

Ellensburg Cement 
Products

Visual Acceptance per 
Const. Manual 9-1.4C

Item 
Num

Item Description Grp Date Work 
Complete

Unit Quantity Ledger 
Entry No.

Posted By Checked By Est. 
No.Init. Date  Init. Date

0007 CRACK SEALING 1 4/20/2021 MI. 1.45 3 EK 04/27/21 1

0007 CRACK SEALING 2 4/20/2021 MI. 15.51 4 EK 04/27/21 1

Attachments

Copy of 
C9616_ROADSAVER 
211_MATERIAL.xlsx
Microsoft Excel 
Worksheet
18.2 KB



C9616 Beg. Stat End Stat. length FT Length Mile

Date

4/12/2021 203+33 543+00 33967.00 6.43

4/13/2021 566+00 814+98 24898.15 4.72

4/14/2021 176+45 190+80 1435.00 0.27

4/14/2021 233+30 243+00 970.00 0.18

4/14/2021 402+80 414+30 1150.00 0.22

4/15/2021 010+00 072+30 6230.00 1.18

4/19/2021 435+50 538+74 10324.00 1.96

4/20/2021 330+73 435+50 10477.00 1.98
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Lane Number of boxes used CSS-1 Gallons Sand lbs.

(ROADSAVER 211)

LE Left 102

LE Left 82

LW Right 5

LE Left 0.5 0.5 68

LE Left 0.5 1 68

LW Left 37

LW Left 22 3.5 95.2

LW Left 15 2.5 108.8

Total: 264 7.5 340



Cement lbs

.67 cubic feet per 5 gallon bucket

sand weights 101.6 lbs  per cubic feet

5 gallon Bucket of sand weights 68 lbs

5

5

1.5

1

12.5


